OUTDOOR CCD CAMERA+ PIR DETECTOR

Feature:

1/3" B/W (1/4" DSP Color) CCD sensor with board lens 3.7mm,

B/W: 420 TV lines. 0.5Lux at F2.0 COLOR: 350 TV lines, 3LuyF2.0 (1.8Lux/F1.2) 5600°K
12 IR LEDs, *View in Dark” Design. {15-238 Only)

DC 12V input, Video & Audio cutput.

Solid case with waterproof, applies outdoor use.

PIR {15-CH23B/C Only)
4 110 degree wide angle PIR sensor and lens.
& Detection distance up to 7m.
& Anti [Fl circutt with pulse counter jumip selector
& NC/NO/COM frigger port for alarm
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m Specification:

ITEMS 15-CH228 15-CH22C 15-CH23B 15.CH23C
TYPE MONOCHROME COLOR MONOCHROME COLOR
PICK UP DEVICE BIW: 1/3° CCD IMAGE SENSOR; COLOR: 1/4" DSP CCD IMAGE SENSOR
PICTURE ELEMENTS EIA/ NTSC: 537H x 505V 7 542H x 496V — CCIR/PAL: 537H x 597V / 542H x 5868V
HORIZONTAL RESOLUTION [B/W: 420 Lines; COLOR: 350 Lines
MIN! ILLUMINATION BV 05 Lux at F2.0/ COLOR: 3 Lux at F2.0 (1.8 Lux at F1.2)
HORIZ. SYNC.FREQUENCY [EIA/NTSC: 15.734 KHz - CCIR/ PAL: 15.625 KHz
VERTICAL FREQUENCY EIA/NTSC: 60 Hz —~ CCIR/ PAL: 50 Hz
SCANNING SYSTEM 2:1 INTERLACE
S/N RATIO 48 Db
ELECTRONIC SHUTTER B/W: 1/100,000 sec; COLOR: 1/120,000sec
LENS 3.7mm/F2.0 ]
VIDEQ OUTPUT _ 1Vpp,.7500ms
AUDIO OUTPUT 2 \ip-p Max
GAMMA. 0.45
IR LED 12 PCE [NO 12 PCE [NO
PIR SENSEOR NO 7M / 110 Degrees, ANTI-RFI
PULES COUNTER NO YES with Automatic Resel
CONTACT ALARM NO Contact NO / NC with Common Point
DIMENSIONS  WxHxD mm{105x 126x 122 -
WEIGHT .|370
POWER SUPPLY 12 VDC
CONSUMPTION (Max} 250mA [160mA 1270mA 180mA
STORAGE TEMPERATURE |- 30to + 60T
OPERATING TEMPERATURE [ - 10 to + 50°C

Remark: B: B/W; C: COLOR
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15-CH23B/C Only:

PIR
JP1: Trigger Time Define
1 sec: Trigger time 1 second.
8 sec: Trigger time B second.
JP2: ALARM Time (RELAY OUTPUT)
*DELAY™ Side (Off): Alarm relay output time last 1 or 8 sec {depend on the select JP1) Even there
are 2 or more PIR trigger during this 1 or 8 sec, the alarm time is 1 or 8 sec then stop.
"ON" Side:"Alarm relay output time last 1or 8sec (depend on the select of JP1). if there is 2nd PIR trigger,
the alarm time recount 1or 8 sec from the 2nd PIR trigger.
JP3:; Pulse Alarm Counter
"CONT" Side (Off): The pulse alarm effect immediately once the PIR trigger
“ON" Side: The pulse alarm effect when the PIR trigger 2 time or more in 5 sec.

B OPTIONAL CABLE: 15-W001C



