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System

Driver

Baffleplate

Finish

Unit

Tweeter

Woofer

  Model:

Sensitivity 90±2dB

Long Term Power

Power Handling 25~200 Watts

Voice Coil 

Diameter φ90mm/3.5φin. Magnet 

Weight NONO
200 Watts

φ49.5mm/φ1.9in. 323.1g/11.4oz
PA9010

Carton Size 

(H×W×D)

Structure of Driver

Proof:

1.5"+10"

2 Way 2 Speaker Dimension 

(H×W×D)

Structure and Dimension of Loudspeaker

10.2kg/pc

22.5 lbs/pc

              Document No.:

G.W.

PRODUCTION SPECIFICATION

PA9010-07

12.5kg/pcPlastic manufacture

Black

510*360(195)*278(mm)

20.1*14.2(7.7)*10.9(inches)

27.6 lbs/pc

4000HZ

φ1.4in./φ35.5mm φ35.5mm/φ1.4in. φ140mm/φ5.5in.
Crossover Frequency

Frequency Response

φ10in./φ254mm
Parameter

1075g/37.9oz
Rated Power

Rated Impedance 

100 Watts

60Hz-18000Hz

8Ω Magnetic 

Shielding

N.W.

575*436(321)*333(mm)

22.6*17.2(12.6)*13.1(inches)

Magnet DiameterDriver Diameter
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PA9010 Frequency Response curve and Impedance curve
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